
 
ARTIPUR 

 
 

 

08061-2 
 

 
 
 

HIGHLY FLEXIBLE ALIPHATIC POLYURETHANE WATERPROOFING 

 
 

 
MAIN USES  

Continuous aliphatic polyurethane waterproofing membrane with great flexibility and elasticity ideal for 
waterproofing terraces,  concrete, walls, etc….   

Specially indicated for terraces with micro cracks and pores where a good balance is required between 
elasticity and mechanical  resistances. 
 
PROPERTIES 

Water based. 

Great flexibility and elasticity.  

Excellent weather resistance.  

Good adhesion on the majority of surfaces:  

Cement,  wood, plaster, etc.  

An odourless non toxic product that is easy to use. 

No yellowing. 

Excellent levelling. 

Resistant to stagnant water. 

Glossy finish. 

 
COMPOSITION 

Aliphatic polyurethane in emulsion and additives to optimize adhesion and resistance to weathering. 
 

LIMITATIONS 

The product has a good resistance to  pedestrian traffic and moderate sporadic traffic.  This  product is not 
suitable for more intense traffic due to its high elasticity. 

There is a risk of slipping on wet floors (it may be improved with the use of ANTISKID) 
 
 
 

LIQUID PAINT TECHNICAL INFORMATION 
 
Type ..............................................Aliphatic polyurethane in  aqueous  dispersion. 

Components .....................................One. 
Specific weight..................................1.02 ± 0.02 g/cm3.  

Viscosity ..........................................Brookfield sp. 6 at 100 rpm: 45 poises ± 5 

Flash point.......................................Non-flammable product.  
Solids by weight................................40%. 
Type of thinner.................................Water, when strictly necessary.   
Application ......................................Brush, roller and airless. 

COV ...............................................50 g/L. Class A, subcategory i classification. Limits: 2010: 140 g/L 
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DRY MEMBRANE PAINT APPLICATION INFORMATION 

 

Colour ....................................................Transparent, white, grey, red and thin hollow bricks.  

Appearance............................................. Glossy 

Thickness per coat...............................…….Approximately 200µm dry/hand in consumptions of 0.5 kg/m2. 
 
Physico-chemical properties: 
            Lengthening and breakage ...................400 ± 20 % .  
            Adherence to concrete .......................2 ± 0.2 Mpa.  

                             Resistence to water………………….............Excelent resistance to stagnant waste water. 
 
 
 
 

 
APPLICATION TECHNICAL INFORMATION 

 
 

First layer ........................On any support and in any circumstance, the first layer should be ARTIPUR 
SEALANT + 1% ADITOR, to ensure a good anchorage and perfect compatibility 
with the surface. 

Dilution ............................It should not be diluted. In cases of temperatures that are moderately 
high, a maximum of 5% may be diluted with water. 

Cleaning solvent................Water immediately after use. 

Consumption .................. Approximately 0.5 kg/m2 . 
It will vary depending on the surface type and condition, on its 
absorption, the application method and the degree of dilution. 

Waterproofing......................Approximately 0,5 kg/m2 and hand. Apply a minimum of 2 crossed 
layers. Although 3 layers are recommendable.  

Application methods..........Brush, roller and airless. 

Application temperature......Apply between +10ºC and +30ºC with relative humidity below 85% .  
  It is not recommendable to apply to the support under direct sunlight or high 

temperatures or when there is a threat of rain. 

Drying times.......................It depends on the temperature and relative humidity, but in the majority 
of cases 24hr is sufficient for it to be use by pedestrians and traffic.  

Always wait for a minimum of 4 hours for repainted surfaces; even though 
the first layer seems to be dry to touch. 
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SUBSTRATES CONDITIONS AND TREATMENTS  

 
- On any support and circumstance, the first layer should be ARTIPUR SEALANT + 1% ADITOR to 

ensure a good anchorage and a perfect compatibility with all supports. 
- ADITOR (1 % ) adhesion additive should always be added to the ARTIPUR product. 

 

SURFACES: 

- For painting old painted surfaces, first eliminate the previously dispersed remains 
mechanically with a brush, scraper, etc… If cleaned with "Karcher" wait 24hr for the residual 
humidity to disappear from the support.   

- For the painting of old surfaces, first eliminate remains spread across the surface 
mechanically with a brush, scraper, etc... If any acid or other type of stripper were used, 
ensure a perfect elimination of these before painting.  Once the support is in good condition 
and dry, apply a first coat of Artipur Sealer + Aditor, then proceed in the same way as for 
other porous supports.  

- If it is applied on new cement, this must be left to cure for a minimum of 28 days. 
- In any case, once the surface is well prepared, apply a minimum of two crossed coats, 

although applying 3 coats is recommendable to achieve a perfect waterproofing. 

 

- If the temperatura is high, 5% water may be added for the product to work better.  
- Any remaining product which contains ADITOR may be kept for one week without losing any 

properties.  
- If a skid free surface is required, 2% of ANTISKID may be added in the application of the final 

coat. 

    

To paint metals, other materials or for situations not included in this technical data sheet, consult 
our Technical Sales Service. 

 
 

 
STORAGE AND PACKAGING 

 
Supply format................... Plastic cans containing 1, 5 and 15 litres. 
Storage .............................In closed original packaging at temperatures of +8ºC to +40 ºC. 

Avoid extreme temperatures and direct sunlight. 

Expiry...............................Two years from the shipping date,  in original unopened packaging. 
 

 
 

SAFETY AND THE ENVIRONMENT  
 

Read the packaging label and the Safety Data Sheet.  
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